Drive Specifications

1) Continuous Rating 30A  (12v).
2) Stall Trip  >  25A  to 40 Amps adjustable,  1 sec delay.

3) Fast Current trip  > 50 A Instantaneous. 

4) Soft Start 1 Sec. 

5) Soft Stop 150mS adjustable (fixed resistor).
6) Initial speed adjustable.  
7) Soft increase from initial to max = 1 Sec.
8) Initial speed duration 2 to 3 Sec. 

9) Charge Current  2.4 to 2.65A  Current limited. 

10) Charge Volts 14.2v.
11) Reverse Bat Protection and indication LED.
12) Stall Trip indication LED.
13) Stop controlled by Regenerative braking then brake applied.  
14) System fail-safe via 3 channels.
15) Fusing :  30A Bat (External) :  2.5A Control circuits  :  4A AC Charger. 

16) Size 182mm x 111mm x 50mm

17) Wiring loom connected via 5mm Wago plug/socket option.

18) Input V 210 – 250 v ac  (External) Fusing 1A.
19) Power-on relay allows ‘nudging’ of load. This will drop out after 2 to 5 mins.

20) Estop Switch removes supply to pushbuttons.
21) Normal functions inhibited during charging. (can be over-ridden)
22) Initial delay 200mS.
DC Drives Ltd    6TH May 2007
